’ Notified Body n® 0426

v ITALCERT

Vle Sarca 336 - | 20126 Milanc
Tel. /Fax +39 0266104876 (4 linee r.a.) - E-mail: italceri@italcert. it

EC TYPE EXAMINATION CERTIFICATE

PPE/AT n° 439-01/E Prot. 3278/01
(in accordance with Art. 10 of Directive 89/686/EEC)

1 - MANUFACTURER / APPLICANT
Name or trade mark DPI S.r.l.

Legal address Via di Cervara, 42 - 00155 - Roma (Rm)

2 - CHARACTERISTICS OF PPE

- Respiratory protection equipment - gas and combined filters series 200, 230, DIRIN 230, DIRIN 300,
DIRIN 500, as listed in the tables in pages 2 to 5, the EC type examination Certificate of which being
listed in the same tables.

3 - MODIFICATIONS
- The marking and the informations supplied by the Manufacturer have been modified in compliance to the
requirements in EN 141 - february 2000 standard.

4 - EVALUATION AND ASSESSMENT
In consideration of the technical documentation supplied by the Manufacturer and the annexed Test report
n® PPE/RP 588-01, which details the result of the additional tests carried out in accordance with EN 141 -
february 2000 standard, the above modifications don't affect the basic health and safety requirements as
specified by the Directive 89/686/EEC, Art. 3 and Annex Il and subsequent modifications (Directives
93/95/EEC, 93/68/EEC and 96/58/EC).

Particular information: it is excluded from this EC Type Examination Certificate the verification of the
performances of the combined filters after the optional clogging test (Ref. point 7.14 EN 141 - february
2000) as non-requested and non-included in the technical documentation in point 4.

NOTE:

- The "User Information" was approved only in the italian version and as far as the PPE under test were
concerned.

- The present EC Type Examination Certificate completes the EC Type Examination Certificates as far as
the PPE in point 2 are concerned.

5- ANNEXES

Test Report pages 1+7
Drawings about modifications pages 8 + 21
User's manual pages 22 + 25

Milan, 2001-10-30 v

The issuing and use of the present Certificate is subordinated to the observance of the documents
"General Conditions for the certification of Personal Protective Equipment"
and "Quality plan for the Personal Protective Equipment"
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- Gas / combined filters series "200", with special threaded connection, to be used twin with half masks model

Polimask 100/2 and Polimask 2000 Peta, or with full face mask model C 607 Twin, manufactured by DPI S.r.l.,
as in the following table.

Est. 01-04/01 1061/01

Code Model Designation (EN 141:2000) E‘;J:%‘;ﬁff‘:‘c";'t:a issb‘;ed
4340.1001 | 200 A1 Gas fifer EN 141 Af 931067 BIA
4340.1002 | 200 B1 Gas fifer EN 141 B1 |ostosr BIA
43401003 | 200 E1 N Gasfiter EN1T41EY (o3t | BA
43401004 | 200 K1 |GasfiterEN T4kt  |estosr BA
4340.1012 | 200 A1-P3 ‘Combined fiter EN 141 A1 P 941065 | BA
4340.1013 | 200 B1-P3 Combine fer EN 141 BY P3 Jostoes " BIA
4340.1014 | 200 E1-P3 Combined filer EN 141 ETPS | 041085 BA
4340.1015 | 200 K1-P3 | Combined fiter EN 141 K1 P3 |ost0ss BIA
13403215 [200EFVSAIP1 | Combined fiter EN 141 A1P1 | PPE/AT 012-95102/95 | ITALCERT
4340:3216 | 200 A1B1 Combined filer EN141ATB1 | PPEIAT 023:95 242095 ITALCERT
4340.1021 | 200 A1BIEAK1 |Gastiter EN141 A1 BIEIKI | PPEIAT 41601 1061/01 | ITALCERT
43401020 | 200 ATBIETK1-P3 Combined fiter EN 41 A1 Bt E1K1p3 | PPEAT 41601 TALCERT

- Gas / combined filters series "230", with special threaded connection, to be used singles with half masks model

Polimask 230 and Polimask 2000 yamma, manufactured by DPI Sl

as in the following table.

The filters can be used single also with full face masks and half masks (in particular half masks model Polimask
330 and Polimask 2000 olfa, manufactured by DPI S.r.l), using an adaptor code 4338.3220 the EC Type
Examination Certificate of which being PPE/AT n° 282-98/E Prot. 1822/01 issued by ITALCERT.

Code Model Designation (EN 141:2000) E?i;'r!‘!%: rEt;(f?;:r;a- isil;’ed
4340.5100 Gas f||ter EN 141 A1 951023 BIA
43405101 [230B1  |oasterentaB 051028 T
43405102 | Gas fiter EN 141 E1 [ost028 BIA
43405103 |GesfilerEN 141K |ostoes BA
43405105 |GasferEN14TA2  festo22 " ea
43405113 . Gasfiler EN141B2 stz B
43405114 |230E2  |GasfereNtate2  [astoz2 e
43405115 | 230 | Ges fiter EN 141 K2  |esto2 T e

The issuing and use of the present Certificate is subordinated to the observance of the documents

"General Conditions for the certification of Personal Protective Equipment"

and "Quality plan for the Personal Protective Equipment”
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Follows gas / combined filters series "230".

Code Model Designation (EN 141:2000) Eigg%‘zﬁﬁf:;'t';a isi‘;{e"
43405127 | 230 EFVS A1-P1 Combined filer EN 141 AT P1 PPE/AT 011-05101/95 | ITALCERT
4340.5104 230 A1P2 o Comblned hlierEN 141 A1 P2 -.65.';1024 B IB;IA ‘
43405110 | 230 BiIP2 Combined fiter EN 141 B4 a3  lostod BIA
43405111 |230E1P2 Combined iter EN141 E1 P2 ~ |osto4 BA
4340.5112 | 230 K1P2 ‘ Combined fiter EN 141K1P2  |ost024 |  BA
4340.5106 | 230 A2P2 | Combined fiter EN 141 A2P2 |osto25  BA
43405107 | 230 B2P2 Combined filer EN 141 B2P2  |9s1025  BA
43405108 | 200 E2P2 Combined fiter EN 141 E2 P2 | 951025 BA
43405100 |230KeP2 | Combined fiter EN 141 K2 P2 951025 . BA
”}43;0 5118 230 A1P3 | Combined filler EN 141 A1'P3 941033 |  BA
43405119 | 230 B1P3 Combined fier EN 141 B1P3 941033 BIA
43405120 230 A2P3 | Combined fiter EN 141 A2P3 |oatoze BA
43405121 230B2P3 Combined fiter EN 141B2P3 | eatome i BA
43405125 | 230 A1BY | Gasfiter EN 141 A1 B1 | PPEIAT02295241/95 | ITALCERT
4340"51"22 230A282P3 | Combined filier EN 141 A2 B2 P3 | PPE/AT 0749565595 | ITALCERT
43405120 [200BIEIKT |Gasfiter EN141BIETKI | PPEIAT 219.07 621107 | ITALCERT |
43405124 | 230 A2BRERK1 | Gasfiter N 141 A2 B2 E2Ki E;Egﬂ%?;ﬁw% "‘_WITALCEHT |
4340.5123 | 230 A2B2E2K1-P3 Combined filter EN 141 A2 B2 E2 K1 P3 E;Fgrog?;ﬁosl% ITALCERT

- Gas / combined filters series "DIRIN 230", with standardized threaded connection in compliance with EN 148-1

february 1999 standard, to be used single with half masks or full face masks, as in the following table.

Code Model Designation (EN 141:2000) Eﬁ;‘l"’;ﬁff?c“;'t’;a isi‘;“"d
4341.0600 | DIRIN 230 A2 Gas filter EN 141 A2 941059 BIA
4341 0601 DIHIN 230 B2 Gas fiter EN 141 82” _ lost0ss  BA
43410602 | DIRIN230E2 Ges fiter EN 141 E2 o109  BIA
4341.0603 | DIRIN 230 K2 | GasfiterEN 1412 941059 8A
43410619 | DIRIN230A2B2 | Gasfilter EN 141 A2 B2 | PPE/AT 024-05 243/95 | ITALCERT

The issuing and use of the present Certificate is subordinated to the observance of the documents

"General Conditions for the certification of Personal Protective Equipment"”
and "Quality plan for the Personal Protective Equipment”
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Follows gas / combined filters series "DIRIN 230".

Est. 02-02/95 104/95

Code Model Designation (EN 141:2000) Eﬁgg%ﬁ:‘ﬂg;’;ﬁ isi‘;ed
43410620 | DIRIN 230 A2P2 Combined fier EN 141 A2 P2 941058 BIA
43410621 |DRIN230B2P2 Combined fiter EN 141 B2 P2 | 941058 BIA
4341.0622 | DIRIN 230 E2P2 | Combined fiter EN 141 E2P2 941058  BIA
4341, 0623 DIH!N 230K2P2 | Combined fiter EN 141 K2 P2 941058 . BIA
43410625 | DIRIN 230 A2P3 | Combined fiter EN 14 141 A2 P3 loat034 BIA
4341 0626 | DIRIN 230 B2P3 | Combined fiter EN 141 B2P3 "941034 - BlA
4341.0628 | DIRIN 20623 | Combined fﬁtéflfh?m?@ P3 PPE/AT 136-96 381/96 ITALCERT
‘outes DANZDKR  |ombrestteentaieps |G | acet
4341.0634 | DIRIN 230 Hg-P3 ‘Combined fiter EN 141 Hg P3 PPE/AT 063-95 57395 | ITALCERT
4341.0627 | DIRIN 230 A282P3 - oombmedﬂt;éw 141 A2 B2 P3 941035 - BIA
4341.0630 | DIRIN 230 A2B2P2 | Combined fitter Et EN 141 A2 B2 P2 et o ' BIA
4341.0631 | DIRIN 230 A2BEK1 Gasfiter EN 141 A2B2E2KT | PPE/AT 00194 366/94 | ITALCERT
4341.0632 | DIRIN 230 A2B2E2K1-P3 Combined fiter EN 141 A2 B2 E2 k1 p3 | PPE/AT 001-84 ITALCERT

- Gas / combined filters series "DIRIN 300", with standardized threaded connection in compliance with EN 148-1
february 1999 standard, to be used single with half masks (*) or full face masks, as in the following table.

EC Type Examina-

issued

Code Model Designation (EN 141:2000) tion Cortificate by
4341 1530 | DIRIN 300 mkII A2 Gas filter EN 141 A2 941044 BIA
4341131 [DRINSOOmKIB2 Gasfiter EN 14182  ostoss BA
4341.1532 "DIFHN 300 mdlE2 GasfultefEN141 B2 |o4toa4 | BA
4341.1533 | DIRIN 300 kil K2 Gas fiter EN 141 K2 941044  BA
434£1601 .DIRIN 300 A2P2 - Comblned fllter EN 14i A2 P2 . 931116- - EIA“
4341.1602 | DIRIN 300 B2P2 | Combined fter EN 141 82 P2 RE BA
43411603 | DIRINS0OE2P2 () | Combined fter EN 141 E2 P2 031116 | oBa
43411604 [DRIN30OK2P2 Combined fter EN 141 K2 P2 o3tite CBA
4341.0111 | DIRIN 300 A2B2-P2 | Combined fiter EN 141 A2B2P2 | PPE/AT 064-95574/95 | ITALCERT |

()

The filters marked with and asterisk (*) can be used only with a full face mask.

The issuing and use of the present Certificate is subordinated to the observance of the documents

"General Conditions for the certification of Personal Protective Equipment”
and "Quality plan for the Personal Protective Equipment”
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- Gas / combined filters series "DIRIN 500", with standardized threaded connection in compliance with EN 148-1
february 1999 standard, to be used single with full face masks (*), as in the following table.

Code Model Designation (EN 141:2000) Ei::%iiﬁ?g't';a issued
4341.1701 | DIRIN 500 il A2 () Gas filer EN 141 A2 941045
43411702 | DIRNSOOmKIB2 | Gas fifler EN 141 B2  feaos
43411703 |DRNSOOWKIE2  |GasfiterEN141E2 941045
4341.1704 | DIRIN 500 mkll K2 Gasfiter EN141K2  |o4toas
4341.1710 | DIRINS00 Mkl A2P3 () | Combined fier EN141A2PS  |agt128

43411711 a?ﬂ_i-l-\i_éb_(-)-r-ﬁ_l{il B2P3 | Combined fiter EN 141 B2P8  |eat128
4341.1712 | DIRIN 500 mkil £2P3 | Combined fiter EN 141 E2P8 a8
43411713 | DIRINS00 mKIIK2PS | Combined fiter EN 141 K2 P ostis BIA
4341.1716 [DIRINSOONO-P3 | Combined fiter EN 141NOP3 PPEIAT 122-96256/96 | ITALCERT
43411888 [ DIRNSOOAXB2 | Gasfiter EN141B2(") | PPE/AT 20597 371197 | ITALCERT
4341.1731 | DIRIN 500 82-Hg-P3 Combined fiter EN 141B2Hg P3| PPE/AT 05595 541/95 | ITALCERT
4341.1887 | DIRIN 500 mkil A2B2E2K2P3 | Combined fiter EN 141 A2B2E2K2P3  |931127 | BIA

W)
(*)

The filters marked with and asterisk (*) can be used also with a half mask.

For the purpose of this EC Type Examination Certificate it is indicated only the designation in compliance with the reference

standard.

The issuing and use of the present Certificate is subordinated to the observance of the documents

"General Conditions for the certification of Personal Protective Equipment"
and "Quality plan for the Personal Protective Equipment”



